Power Requirement Calculator v1.1

Operation made; Rack type
|7 @ 1-channel 2 2-channel |7 ) Main rack 2 Sub rack

Controller Loudspeaker load: 240 wWatt  Ext. Amp (=pare) ILEIEH 935 i
Mumber of Routers: 1
Fouter 1 Loudspeaker load: 450 WWatt  Amp 1 (call) LBB1935

Amp 2 (spare) Same az Amp. 1 (LBEB1938)
Call Stations 1
Call Station Keypads 1
RCP's 0
Total
Ewvacuation time 05 hrs
Standky time 24 hrs
Buziness call duration 0 hrs
Required battery capacity 128 &h
Ewvac current consumtion 405 A
MWaximum battery current 49 A
M. of PLM-24ZH10 Chargers 1

Izpilditajs:

SIA "MULTICOMP" Lic. Nr. 677A
Vieinbas gatve 127A, Tel.67892160; Fax.67892165; E-pasts info@multi.lv

Pasiititajs: Vilanu novada pasvaldiba, reg. Nr. 90009114114,
Izm. Lapa| Dokumenta Nr.| Paraksts: | Datums: Kultiras laukums 1A, Vilani, Vilanu novads, LV-4650
i US| G Hildebrants 30.04.2017 |Projekta nosaukums: Stadija Lapas Nr. | Lapu sk.
Parbaudja: | G.Hildebrants 30.04.2017 Vilanu vidusskola, Rézeknes iela 1A,

BP. ESS-UIS-11 11

Vilani, Vilanu novads, LV-4650

Rasgjuma nosaukums:

Automatiska balss ugunsgréka izzino3anas sistéma SIA "Multicomp"
Akumulatoru kapacitates aprekins




